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The 600cd bright 2.7-inch LCD features an anti-re�ective 
coating for excellent visibility, even in full sunlight. It also 
gives you a great view of the underwater world.

Bright, clear LCD

The battery 
compartment is sealed 
with a double lock as 
an extra waterproo�ng 
safeguard when using 
the camera underwater 
or in the �eld.

Double Lock
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*1 : Number of e�ective pixels: The number of pixels on the image sensor which receive input light through the optical lens, and which are e�ectively re�ected in the �nal output data of the still image.   
*2 : Please see the Fuji�lm website to check memory card compatibility. 

Specifications and design are subject to change without notice.
All sample photos are simulated images.

For more information, please visit our Website:
http://www.fuji�lm.com/products/digital_cameras/index.html

SPECIFICATIONS

1/2.3-inch CMOS with primary color �lterImage sensor 

Lens Fujinon 5× optical zoom lens
f=5.0 - 25.0 mm, equivalent to 28 - 140 mm on a 35 mm camerafocal length
F3.9 (Wide) - F4.9 (Telephoto)full-aperture
11 groups 13 lensesconstitution

F3.9 / F6.2 (Wide), F4.9 / F8 (Telephoto)Aperture

Image stabilizer CMOS shift type 14.4  million pixelsNumber of e�ective pixels*1

Macro: (Wide) Approx. 9 cm - 80 cm / 3.5 in. - 2.6 ft., (Telephoto) Approx. 40 cm - 80 cm / 1.3 ft. - 2.6 ft.
Normal: (Wide) Approx. 60 cm to in�nity / 2.0 ft. to in�nity, (Telephoto) Approx. 1.0 m to in�nity / 3.3 ft. to in�nityFocus distance

(from lens surface)

Sensitivity Auto, ISO 100/200/400/800/1600/3200 (Standard Output Sensitivity)

Approx. 6.8×  (up to approx. 34×, with 5× optical zoom)Digital zoom

Internal memory (approx. 95MB) , SD/SDHC/SDXC memory card*2Storage media 

2.7-inch, Approx. 230,000 dots, TFT color LCD monitor, Approx. 96% coverageLCD monitor

1920 × 1080 pixels, 1280 × 720 pixels, 640 × 480 pixels (30 frames/sec.) with monaural sound        
Zoom function can be used.

Movie recording

Li-ion battery NP-50A (included)Power supply

Li-ion battery NP-50A, Battery charger BC-50A, Plug adapter, USB cable, Hand strap, CD-ROM,
 Owner's manual

Accessories included

Weight Approx. 205 g / 7.2 oz. (including battery and memory card)

Dimensions 102.7 (W) × 71.3 (H) × 27.4 (D) mm / 4.0 (W) × 2.8 (H) × 1.0 (D) in. (excluding projections)

Guide to the number of available 
frames for battery operation

Approx. 300 frames (AUTO mode) 

With the FinePix XP170, fast image upload to 
social networking sites no longer means low 
quality pictures. The camera can be 
connected with any Android™ 
smartphone/tablet or iPhone™/iPad™ via the 
simple download of the "FUJIFILM Photo 
Receiver" free app to their device, which 
includes easy to follow instructions to get 
them quickly connected.

iPhone™ / 
Android™ phone

iPad™ /
 Android™ tablet

Wireless 
Image Transfer

10m/32.8ft.
Waterproof

-10°C/14°F
Freezeproof

2m/6.6ft.
Shockproof Dustproof

Free iPhone/
Android App! 
FUJIFILM 
Photo Receiver

In Bright Light

Underwater

Conventional Digital Camera FinePix XP170

Conventional Digital Camera FinePix XP170

Extra 
protection

Two-step 
simple 
operation


